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NB 2.2 
Audio / Video Transformer Balun

This device is intended to be used to transfer 2 audio and 2 video signals via an RJ-45 
cable. Any other use or use under other operating conditions is considered to be im-
proper and may result in personal injury or property damage. No liability will be as-

sumed for damages resulting from improper use.

Ensure that plastic bags, packaging, etc. are properly disposed of and are not in the 
reach of babies and young children. Choking hazard! Ensure that children do not de-
tach any small parts (e.g. knobs or the like) from the product. They could swallow the 

pieces and choke! Never let children use electrical devices unattended.

For the transport and protective packaging, environmentally friendly materials have 
been chosen that can be supplied to normal recycling. Ensure that plastic bags, pa-
ckaging, etc. are properly disposed of.  Do not just dispose of these materials with your 

normal household waste, but make sure that they are collected for recycling. Please follow the 
notes and markings on the packaging.

This product is subject to the European Waste Electrical and Electronic Equipment Direc-
tive (WEEE) in its currently valid version. Do not dispose of your old device with your 
normal household waste. Dispose of this product through an approved waste disposal 
firm or through your local waste facility. Comply with the rules and regulations that ap-

ply in your country. If in doubt, consult your local waste disposal facility. Batteries must not be 
disposed of as domestic waste or thrown into fire. 

 9 2 × Audiosignale und 2 × Videosignale können je-
weils über Cinchbuchsen mit einer Netzwerkleitung 
übertragen werden

 9 Übertragungsstrecke Audio bis zu 670 Meter
 9 Übertragungsstrecke Video bis zu 305 Meter
 9 Übertragung über Hub oder ähnliches nicht möglich
 9 Keine Stromversorgung erforderlich
 9 2 Geräte zum Betrieb notwendig
 9 Lieferung inkl. Montagewinkel
 9 Abmessungen 92 × 70 × 25 mm

 9 2 audio signals and 2 video signals can be transmit-
ted via RCA connectors through a network cable

 9 Transmission distance up to 670 meters for audio
 9 Transmission distance up to 305 meters for video
 9 No transmission via hubs or the like
 9 No power supply required
 9 2 units required for operation
 9 Delivery includes mounting bracket
 9 Dimensions 92 × 70 × 25 mm
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