Installation package version number:V1.4  Update time:2019/4/25
-MCU_Firmware_01_V1.4
-no change.

-MCU_Firmware_02_V1.4
--no change
-DSP_Firmware_01_V1.4
--Fix delay inaccuracy.
-DSP_Firmware_02_V1.4
--Fix delay inaccuracy.

Installation package version number:V1.3  Update time:2018/7/30

-MCU_Firmware_01_V1.3
1.Fixed the problem that the main knob was adjusted to adjust the Q value.

2.Long press on the display EQ value after repairing FlatEQ will cause changes

-MCU_Firmware_02_V1.3
--no change
-DSP_Firmware_01_V1.3
--no change

-DSP_Firmware_02_V1.3
--no change
Installation package version number:V1.2  Update time:2018/7/13

-MCU_Firmware_01_V1.2
1. Correction When the Pan value is adjusted to a certain side, the Meter signal of the Main channel disappears on the Ctrip, Comp, and PEQ interfaces.

2. Fix the USB page and DCA page in the Mixer interface. Clicking on the blank part will work.

3. Corrected on the Routing page, first press the channel selection button, then press the FXSend button, then press the AuxSend button, FX1 and FX2 will display abnormal conditions.

4. Fix in the Routing interface, press the up, down, left and right buttons, the blue display part can not be synchronized and can not be synchronized with the App

5. Corrected the GEQ interface, use the up, down, left and right buttons to adjust the value of GEQ, unable to synchronize with the App

6. Fix the AUX5-8 display abnormality in the DCASet interface.

7. Fix the DCASet interface. When the signal is too large, the Meter light disappears.

8. Fixed the problem that the Aux interface does not jump in the AuxSend interface.

9. Fixed the problem that the host progress bar update is inconsistent when all the DryOuts on the FX interface are swiped when the app is connected.

10. Fix the DryOut parameter of the FX interface, sometimes it will not refresh the problem after refreshing to 7%.

11. Fixed in the Routing interface, in FX1 and Fx2 modes, when all channels are Post, close one or more channels of Post, AllPost will not become AllPre problem

12. Fixed some channel numbers showing a small part of the problem

13. After correcting Link, Aux5-8 shows Sub1-4 problem

14. Fixed the problem that after clicking the unset DCA, after popping up the window, pressing the other button pop-up window frame does not disappear immediately.

15. Corrected the Q value display inconsistency when switching EQType.

-MCU_Firmware_02_V1.2
--no change
-DSP_Firmware_01_V1.2
--no change

-DSP_Firmware_02_V1.2
--no change
